


INVICTA 210 LBB 

+1 (800) 460-2167
+1 (512) 238-1128
marinesupport@ravenind.com
www.ravenaerostar.com

MNPM-202 3/11

 PHYSICAL & PERFORMANCE CHARACTERISTICS

Raven Industries, Inc. is a leader in providing reliable, high-performance marine navigation aid systems.

Physical 

Performance 

  
 

 RECEIVER
 - Size: 222 mm x 146 mm x 55 mm (8.75 in x 5.75 in x 2.17 in)
 - Weight: 1.8 kg (4 lbs)
 - Connectors: TNC, female
 - Water resistant battery charging connector with dust cap

 TBA-2 ANTENNA
 - Size: 112 mm x 67 mm (4.4 in x 2.65 in)
 - Weight: 397 g (14 oz)

 ENVIRONMENTAL
 - Operating Temperature: -30° C to 50° C (-22° F to +122° F)
 - Charging Temp: 0° C to 45° C (32° F to +113° F)
 - Storage Temp: -30° C to 50° C (-22° F to +122° F)
 - Maximum Altitude: 18,288 m (60,000 ft)
 - Maximum Velocity: 1852 km/h (1,000 kts)
 - Acceleration: 2g
 - Water Ingress: IP66

 GLOBAL POSITIONING SYSTEM
 - Position update rate up to 10 Hz
 - Di�erential accuracy better than 1 meter horizontal RMS
 - NMEA messages - ALM, DTM, GGA, GRS, GST, GSA, GSV, MSK, MSS, RMC, 
      VTG, ZDA and other proprietary messages
 
 BEACON PERFORMANCE
 - 283.5 - 325.0 kHz frequency rage
 - Automatic or manual frquency selection
 - 500 Hz channel spacing
 - 100 dB Dynamic range
 - Channel rejection: > 36 dB at 1 kHz and > 28 dB at 500 Hz

 POWER
 - Battery: 10.8 V, 7.2Ah Li-lon rechargeable smart battery
 - Operating time at 75° F: 12-16 h with Bluetooth connection
 - Battery Charger: 
           Recharge time 2.5-3 h
      Input voltage: 100-240 VAC (47-63 Hz) at 1.1 A max
 - 5-LED Battery status indicator

Specifications


